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Brief of

Adopted

Make/Model:
Engine Make/Model:

Aircraft Damage:
Number of Engines:

Operating Certificate(s):

Fatal Serious Minor/None
Crew
Pass

Last Depart. Point:
Destination: 

Airport Proximity:

Condition of Light:
Weather Info Src:

Basic Weather:
Lowest Ceiling:

Visibility:
Wind Dir/Speed:

Temperature (°C):
Precip/Obscuration:

Pilot-in-Command Age:

Certificate(s)/Rating(s)

Flight Time (Hours)

Total All Aircraft:
Last 90 Days:

Total Make/Model:
Total Instrument Time:

Printed on : 10/09/2014 09:14:54 PM

Accident

06/11/2009

DFW08LA231
File No. 25318 09/12/2008 Roanoke ,TX Aircraft Reg No. N901LA Time (Local): 12:40 CDT

Evektor-Aerotechnik As/SPORTSTAR
Rotax / 912ULS
Substantial
1
None
Personal
Part 91: General Aviation

Roanoke, TX
Same as Accident/Incident Location
On Airport/Airstrip

0 0 1
0 0 1

Day
Weather Observation Facility
Visual Conditions
None
10.00 SM
Variable / 003 kts
31

                                   No Obscuration; No Precipitation

*** Note: NTSB investigators may not have traveled in support of this investigation and used data provided by various sources to prepare
this aircraft accident report. ***

After landing for his fifth touch-and-go maneuver, the pilot applied full engine power for takeoff.  As he applied engine power the
airplane began to swerve towards the left side of the runway.  To arrest the swerve the pilot applied right rudder pedal, which resulted in
a swerve back to the right.  Unable to stop this swerve the airplane exited the right side of the runway.  Moments later the airplane's
right main landing gear and nose landing gear collapsed.  The airplane came to rest in grass alongside the runway in an upright position.
The pilot reported that he had previously accumulated 2 flight hours in the accident airplane's make and model.  An examination of the
airplane after the accident revealed no anomalies that would have prevented normal operation of the airplane's flight controls.
Updated  at Jun 11 2009  4:55PM

Airport Name:
Runway Identification:

Runway Length/Width (Ft):
Runway Surface:

Runway Surface Condition:

Northwest Regional Airport
17
3500 / 40
Asphalt
Dry

59

Private; Single-engine Land

None

189
12
2
4

Type of Flight Operation:
Reg. Flight Conducted Under:

giuv
Instrument Ratings



Brief of

 

DFW08LA231
File No. 25318 09/12/2008 Roanoke ,TX Aircraft Reg No. N901LA Time (Local): 12:40 CDT

OCCURRENCES

Landing-landing roll - Loss of control on ground
Landing-landing roll - Landing gear collapse

FINDINGS

Personnel issues-Experience/knowledge-Experience/qualifications-Total experience w/ equipment-Pilot - F
Aircraft-Aircraft oper/perf/capability-Performance/control parameters-Directional control-Not attained/maintained - C
Personnel issues-Task performance-Use of equip/info-Aircraft control-Pilot - C

Findings Legend: (C) = Cause, (F) = Factor

Accident (Continued)

__________________________________________________________________________________________________________________________________________

The National Transportation Safety Board determines the probable cause(s) of this accident as follows:
The pilot's failure to maintain directional control of the airplane during the landing roll.  Contributing to the accident was the pilot's
lack of flight experience in the make and model of airplane.


